


Öصنایع�روشنای
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FAR LIGHTING
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SORENA QUAD LED
STREET LIGHT IP65
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OSQ-S717070TRS-Lnsnm/GLS/S 70 w LED 8400 118 360 240 6.0
OSQ-S717105TRS-Lnsnm/GLS/S 105 w LED 12600 118 360 300 6.5
OSQ-S717140TRS-Lnsnm/GLS/S 140 w LED 16800 118 360 360 7.2
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Sorena Quad Street

APPLICATION:
   Suitable for outdoor and street light applications

TECHNICAL DATA:
 BODY
   The housing made of galvanized steel sheet with black powder coated.
   Aluminum heatsink with white powder coated with high heat dissipation 

 DIFFUSER
���4-mm�Áat�clear�tempered�glass�

 GASKET 
   Polyurethane gasket for ingress protection

 LIGHT DISTRIBUTION
   Street light distribution with clear polycarbonate lenses

 ADJUSTING
   Adjusting the street light for angle adjustment in order to achive different 
   light distribution

 ELECTRICAL COMPONENTS
   Constant current Led driver PF>0.9
   Lifetime 50,000h / L80B10
���High�ef𿿿ciency�led�module
   CRI > 80
   SDCM < 3 
   3-pole polycarbonate terminal block without tool requirement free 
   looping capability
   Fiberglass PVC solid wire
   Polyamide cable gland 
   Environment friendly

 INGRESS PROTECTION
   IP: 65

 MOUNTING BRACKET 
   Sturdy galvanized mounting clamps 
   1-way mounting bracket
   2-way mounting bracket
   Pole top bracket 6cm diameter
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